CONCRETE
5”7 THICK (RESIDENTIAL) OR
8" THICK (COMMERCIAL)
4" OF COMPACTED CLASS
5 AGGREGATE BASE

MATCH EXISTING CONCRETE OR
BITUMINOUS DRIVEWAY AT 2" FROM
BACK OF CURB EXPANSION JOINT
IF CONCRETE DRIVEWAY OR
UNEVEN BITUMINOUS DRIVEWAY
CONCRETE CURB &
GUTTER AS SPECIFIED
(SEE STANDARD

PLATE CONC—1) R BACK OF

S
3- .jif—

PAVEMENT

CLASS 5

o
.
050,
(>

SPECIFIED
4" OF COMPACTED

BITUMINOUS DRIVEWAY
3” THICK TYPE SPWEA240B
4" OF COMPACTED CLASS 5

AGGREGATE BASE

) EXISTING
4 DRIVEWAY

AS

SECTION — 2.0’

MATCH EXISTING CONCRETE OR
BITUMINOUS DRIVEWAY AT 2' FROM
BACK OF CURB EXPANSION JOINT

IF CONCRETE DRIVEWAY OR

UNEVEN BITUMINOUS DRIVEWAY

EXPANSION JOINT
BETWEEN NEW

NOTES:

EXPANSION JOINT MATERIAL SHALL
BE CLOSED CELL POLYETHYLENE

AND EXISTING
CURB
MATCH TO
EXISTING CURB
AT THIS POINT
ADIUS
EXPANSION JOINT
BETWEEN NEW
AND EXISTING
CURB
MATCH TO
SOMETRIC EXISTING CURB
ISOMETRIC | o ACE JOINTS AT THIS POINT
EVENLY ACROSS
DRIVEWAY
MAXIMUM DRIVEWAY WIDTH: 34’
. City of RESIDENTIAL / COMMERCIAL DRIVEWAY
STANDARD
Maple Grove 2' APRON POURED INTEGRALLY PLATE #
CONC-9
CITY OF MAPLE GROVE ENGINEERING
&é&gﬁggg‘gm & PUBLIC WORKS DEPARTMENTS




